Quality and reliability is our tradition.

NEW

KYORITSU

CARD TYPE
DIGITAL MULTIMETER

Display: 4000 counts
Auto range
Diode test feature
Capacitance test feature
Continuity test
Automatically turns power off in about 15 minutes to conserve battery life
Designed to international safety standard IEC61010-1 CAT. III 300V.

Specifications

<table>
<thead>
<tr>
<th>DC V</th>
<th>AC V</th>
<th>Hz</th>
<th>Hz</th>
<th>Ω</th>
<th>mΩ</th>
<th>Continuity Input</th>
</tr>
</thead>
<tbody>
<tr>
<td>600V</td>
<td>400V</td>
<td>100kHz</td>
<td>10kHz</td>
<td>100mΩ</td>
<td>1000Ω</td>
<td>400Ω ( buzzer counts for 20s)</td>
</tr>
<tr>
<td>400V</td>
<td>300V</td>
<td>100kHz</td>
<td>10kHz</td>
<td>1000mΩ</td>
<td>100Ω</td>
<td>400Ω ( buzzer counts for 20s)</td>
</tr>
</tbody>
</table>

Cable Test: 4V Rakeback Voltage, Approx. 8.5mA Test Current
Capacitance Test: 90V / 800Ω / 100mΩ / 1000mΩ / 10Ω / 0Ω

Card Type Digital Multimeter
MODEL 1017

Safety Warnings

Please read the “Safety Warnings” in the instruction manual supplied with the instrument thoroughly and completely for correct use. Failure to follow the safety rules can cause fire, trouble, electric shock, etc. Therefore, make sure to operate the instrument on a correct power supply and voltage rating method on each instrument.

Distributor

KYORITSU ELECTRICAL INSTRUMENTS WORKS LTD.
No. 5-20 Nakane Shoumei, Meguro-ku, Tokyo 152-0031 Japan
Phone 81-3-3723-8131 Fax 81-3-3723-8152
URL: http://www.kew-bd.co.jp
E-mail: info@kew-bd.co.jp
Factories: Kawaguchi & Chichibu

Printed in Japan