1000A AC Clamp Meter
Ultra slim & lightweight!

KEW 2200R
True RMS type

● Ultra slim and lightweight Handy design
● Φ33mm Tear Drop Jaw easy to use in tight places
● 1000A AC Clamp Meter
● DMM function ACV, DCV, Ω, Continuity Buzzer
● Fuseless electronic protection on Ω/Ω up to 600V
● Safety Standard IEC 61010-1, 61010-2-032 CAT IV300V*/CAT III600V

KEW 2200
Averaging value type

*2200R only

Kyoritsu Electrical Instruments Works, LTD.
http://www.kew-ltd.co.jp
For inquiries or orders:

Safety Warnings:

Please read the "Safety Warnings" in the instruction manual supplied with the instrument thoroughly and completely for correct use. Failure to follow the safety rules can cause fire, trouble, electrical shock, etc. Therefore, make sure to operate the instrument on a correct power supply and voltage rating marked on each instrument.

For inquiries or orders:

KYORITSU ELECTRICAL INSTRUMENTS WORKS, LTD.

2-5-20, Nakane, Meguro-ku, Tokyo, 152-0031 Japan
Phone:+81-3-3723-0131
Fax:+81-3-3723-0152
E-mail:info-eng@kew-ltd.co.jp

http://www.kew-ltd.co.jp

In consideration of the environment, soy ink and recycled paper were used in this publication.

The contents of this leaflet as subject to change without notice.  KEW 2200R/2200-1E Sep. 14 AD